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Intended to alert the user to the presence of uninsulated “dangerous voltage”  within the product’s 
enclosure that may be of sufficient magnitude to constitute a risk of electric shock to persons. 

Intended to alert the user of the presence of important operating and maintenance (servicing) 
instructions in the literature accompanying the product. 

CAUTION: Risk of electrical shock — DO NOT OPEN! 
CAUTION: To reduce the risk of electric shock, do not remove cover. No user serviceable parts inside. 
Refer servicing to qualified service personnel. 

WARNING: To prevent electrical shock or fire hazard, this apparatus should not be exposed to rain or 
moisture‚ and objects filled with liquids‚ such as vases‚ should not be placed on this apparatus. Before 
using this apparatus‚ read the operating guide for further warnings. 

Este símbolo tiene el propósito, de alertar al usuario de la presencia de “(voltaje) peligroso” sin 
aislamiento dentro de la caja del producto y que puede tener una magnitud suficiente como para 
constituir riesgo de descarga eléctrica. 

Este símbolo tiene el propósito de alertar al usario de la presencia de instruccones importantes sobre la 
operación y mantenimiento en la información que viene con el producto. 

PRECAUCION: Riesgo de descarga eléctrica ¡NO ABRIR! 
PRECAUCION: Para disminuír el riesgo de descarga eléctrica, no abra la cubierta. No hay piezas útiles 
dentro. Deje todo mantenimiento en manos del personal técnico cualificado. 

ADVERTENCIA: Para prevenir choque electrico o riesgo de incendios, este aparato no se debe exponer a 
la lluvia o a la humedad. Los objetos llenos de liquidos, como los floreros, no se deben colocar encima 
de este aparato. Antes de usar este aparato, lea la guia de funcionamiento para otras advertencias.  

Ce symbole est utilisé dans ce manuel pour indiquer à l’utilisateur la présence d’une tension dangereuse 
pouvant être d’amplitude suffisante pour constituer un risque de choc électrique. 

Ce symbole est utilisé dans ce manuel pour indiquer à l’utilisateur qu’il ou qu’elle trouvera d’importantes 
instructions concernant l’utilisation et l’entretien de l’appareil dans le paragraphe signalé. 

ATTENTION: Risques de choc électrique — NE PAS OUVRIR!
ATTENTION: Afin de réduire le risque de choc électrique, ne pas enlever le couvercle. Il ne se trouve 
à l’intérieur aucune pièce pouvant être reparée par l’utilisateur. Confiez I’entretien et la réparation de 
l’appareil à un réparateur Peavey agréé.

AVIS: Dans le but de reduire les risques d’incendie ou de decharge electrique, cet appareil ne doit 
pas etre expose a la pluie ou a l’humidite et aucun objet rempli de liquide, tel qu’un vase, ne doit 
etre pose sur celui-ci. Avant d’utiliser de cet appareil, lisez attentivement le guide fonctionnant pour 
avertissements supplémentaires.

Dieses Symbol soll den Anwender vor unisolierten gefährlichen Spannungen innerhalb des Gehäuses 
warnen, die von Ausreichender Stärke sind, um einen elektrischen Schlag verursachen zu können. 

Dieses Symbol soll den Benutzer auf wichtige Instruktionen in der Bedienungsanleitung aufmerksam 
machen, die Handhabung und Wartung des Produkts betreffen. 

VORSICHT: Risiko — Elektrischer Schlag! Nicht öffnen! 
VORSICHT: Um das Risiko eines elektrischen Schlages zu vermeiden, nicht die Abdeckung enfernen. 
Es befinden sich keine Teile darin, die vom Anwender repariert werden könnten. Reparaturen nur von 
qualifiziertem Fachpersonal durchführen lassen.

WARNUNG: Um elektrischen Schlag oder Brandgefahr zu verhindern, sollte dieser Apparat nicht 
Regen oder Feuchtigkeit ausgesetzt werden und Gegenstände mit Flüssigkeiten gefuellt, wie Vasen, 
nicht auf diesen Apparat gesetzt werden. Bevor dieser Apparat verwendet wird, lesen Sie bitte den 
Funktionsführer für weitere Warnungen.
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IMPORTANT SAFETY INSTRUCTIONS

  WARNING: When using electrical products, basic cautions should always be followed, including the following:

1. Read these instructions. 

2. Keep these instructions.

3. Heed all warnings.

4. Follow all instructions.

5. Do not use this apparatus near water. 

6. Clean only with a dry cloth.

7. Do not block any of the ventilation openings. Install in accordance with manufacturer’s instructions. 

8. Do not install near any heat sources such as radiators, heat registers, stoves or other apparatus (including amplifiers) that 
produce heat.

9. Do not defeat the safety purpose of the polarized or grounding-type plug. A polarized plug has two blades with one wider than 
the other. A grounding type plug has two blades and a third grounding plug. The wide blade or third prong is provided for your 
safety. If the provided plug does not fit into your outlet, consult an electrician for replacement of the obsolete outlet. 

10. Protect the power cord from being walked on or pinched, particularly at plugs, convenience receptacles, and the point they exit 
from the apparatus.

11. Only use attachments/accessories provided by the manufacturer.

12. Use only with a cart, stand, tripod, bracket, or table specified by the manufacturer, or sold with the apparatus. When a cart is 
used, use caution when moving the cart/apparatus combination to avoid injury from tip-over.

13. Unplug this apparatus during lightning storms or when unused for long periods of time.

14. Refer all servicing to qualified service personnel. Servicing is required when the apparatus has been damaged in any way, such 
as power-supply cord or plug is damaged, liquid has been spilled or objects have fallen into the apparatus, the apparatus has 
been exposed to rain or moisture, does not operate normally, or has been dropped.

15. Never break off the ground pin. Write for our free booklet “Shock Hazard and Grounding.” Connect only to a power supply of the 
type marked on the unit adjacent to the power supply cord.

16. If this product is to be mounted in an equipment rack, rear support should be provided.

17. Note for UK only: If the colors of the wires in the mains lead of this unit do not correspond with the terminals in your plug‚ 
proceed as follows:

 a) The wire that is colored green and yellow must be connected to the terminal that is marked by the letter E‚ the earth symbol‚ 
colored green or colored green and yellow.

 b) The wire that is colored blue must be connected to the terminal that is marked with the letter N or the color black.

 c) The wire that is colored brown must be connected to the terminal that is marked with the letter L or the color red.

18. This electrical apparatus should not be exposed to dripping or splashing and care should be taken not to place objects 
containing liquids, such as vases, upon the apparatus.

19. The on/off switch in this unit does not break both sides of the primary mains. Hazardous energy can be present inside the 
chassis when the on/off switch is in the off position. The mains plug or appliance coupler is used as the disconnect device, the 
disconnect device shall remain readily operable.

20. Exposure to extremely high noise levels may cause a permanent hearing loss. Individuals vary considerably in susceptibility to 
noise-induced hearing loss, but nearly everyone will lose some hearing if exposed to sufficiently intense noise for a sufficient 
time. The U.S. Government’s Occupational Safety and Health Administration (OSHA) has specified the following permissible 
noise level exposures: 

 Duration Per Day In Hours Sound Level dBA, Slow Response
  8 90
  6 92
  4 95
  3 97
  2 100
  1 1⁄2 102
  1 105
  1⁄2 110
  1⁄4 or less 115

According to OSHA, any exposure in excess of the above permissible limits could result in some hearing loss. Ear plugs or protectors to 
the ear canals or over the ears must be worn when operating this amplification system in order to prevent a permanent hearing loss, if 
exposure is in excess of the limits as set forth above. To ensure against potentially dangerous exposure to high sound pressure levels, it is 
recommended that all persons exposed to equipment capable of producing high sound pressure levels such as this amplification system be 
protected by hearing protectors while this unit is in operation.

SAVE THESE INSTRUCTIONS!



Congratulations! You have just purchased the world’s finest packaged sound system, the Peavey Escort®. The Escort’s integrated design 
allows for ease of transportation, while its user-friendly controls offer ease of operation, making it the perfect choice for schools, churches, 
civic organizations and small musical groups. The Escort features dual two-way speakers driven by a five-channel, 300 Watt stereo powered 
mixer, making it ideal for both vocal and musical applications. The system also includes a PV®i unidirectional (cardioid pattern) dynamic 
microphone, two folding speaker stands and all necessary connecting cables. Among many professional features, the mixer includes 60mm 
faders, a five-band graphic equalizer with FLS® (Feedback Locating System) and digital reverb. The carrying case provides storage for all the 
system componets with ample room for additional mics and cables. This clever design incorporates the speakers into the package, allowing 
the unit to be easily carried or pulled along on its luggage-style wheels.

Portable Public Address System

Features:

• Convenient package with luggage-style wheels

• Two-way speaker system with 10” woofer and piezoelectric horn

• Five-channel powered mixer

• Four XLR mic inputs with 15 V phantom power 

• Two stereo line inputs

• 60 mm faders

• High quality digital reverb

• 300 Watts output power (150 Watts per channel) with DDT™

• Five-band graphic equalizer with FLS

• Two folding speaker stands

• One PV®i cardioid dynamic microphone with cable

• Two 25’ speaker cables

• Storage compartments for microphones, cables and accessories 

English

Escort®
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Much of the setup of the Escort® is similar to the setup of other sound systems, and many aspects require plain common sense. 
Safety should always be your first concern. Always use grounded outlets and three-wire extension cords. Run sound system cables 
in a way to prevent the danger or tripping and tape them down when necessary. Place the speaker stands and mixer on a solid, 
level surface. Following these guidelines will help prevent personal injury and  equipment damage. 

Remove the speaker stands from the case. Be sure the legs on the stands are fully extended to provide a stable base for the speakers and 
are positioned on a level surface. Tighten the thumbscrew on the base so that it is snug, but do not overtighten (Fig. 4). Raise the speaker 
stands to the desired height, tighten thumbscrew and install the safety pin as shown (Fig. 5).

THINK SAFETY FIRST!

Quick Setup Guide

Setting Up Mixer and Speakers

Place the unit so that the speakers are facing upward. Release the latches by lifting up until the latch disengages. Remove the speakers from 
the Escort package.

NOTE: The latches can be closed once the speakers are removed and it is recommended that they be closed to protect the latch and avoid 
interference with removal of componets. Close the latch by pushing in until it is flush with the side of the case, and then down until it locks.

Fig. 4 Fig. 5
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WARNING! Do not connect additional speakers to the Escort® powered mixer. 
The system speakers provide the optimal load for the amplifier. 

Place speakers on stands and position them so that they will face toward the audience 
and face away from the microphones. Connect speaker cables from the jack on the lower 
front of each speaker to the powered mixer, connecting the left speaker to the  LEFT 
OUTPUT and the right speaker to the RIGHT OUTPUT jacks on the rear panel of the unit 
(Fig. 6).

Fig. 6

Fig. 7

Connecting Microphone(s)

The Escort powered mixer is designed to work with any good-quality, balanced, dynamic or 
condenser microphone such as the PV®i microphone supplied. Connect the microphone(s) to 
the XLR (three-pin) input connectors as shown (Fig. 7). When using more than one mic, try to 
connect them to channels in the same order as they appear on stage to make them easier to 
control.



Connecting Power

Before connecting power, make sure that the power switch is in the OFF position.
Connect the IEC power cord to the receptacle on the back panel of the unit as shown (Fig. 9, and then to a suitable electrical outlet. 
If an extension cord is used, be sure that it is a three-wire cord with ground pin intact to preserve the safety ground. 

Fig. 8
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Connecting CD, Tape or Other Line Sources

Connect a CD or tape player to the CHANNEL 5 auxiliary input connectors (AUX IN) as shown (Fig. 8). If you 
wish to connect an additional tape machine, CD or other line source to the Escort, CHANNEL 5 also has 
stereo line inputs and CHANNELS 1-3 have monaural (MONO) line inputs. Additional cables for connecting 
to the Escort are available from your Peavey dealer. Connecting only to the CHANNEL 4 LEFT/MONO jack 
automatically converts that channel for mono operation (the sound will come out of both speakers.

NOTE: FOR UK ONLY  
As the colours of the wires in the mains lead of this apparatus may not correspond with the coloured markings identifying the terminals in 
your plug, proceed as follows: (1) The wire that is coloured green and yellow must be connected to the terminal that is marked by the letter 
E, or by the Earth symbol, or coloured green or green and yellow. (2) The wire that is coloured blue must be connected to the terminal that is 
marked with the letter N, or the colour black. (3) The wire that is coloured brown must be connected to the terminal marked with the letter L, 
or the colour red. 

Fig. 9

Setting Controls and Turning Unit On

Set master controls to the 6 position and all other controls to 0. Turn on power by placing 
the OFF/ON switch, located next to the IEC cord receptacle (Fig. 9), in the ON position. 

Fig. 10

Adjusting Gain and Volume Controls (Faders)

Adjust the channel GAIN controls (Fig. 10) for desired level from the speakers. If the desired level is reached with the channel GAIN at a low 
setting (1-3), lower the MASTER VOLUME controls (Fig. 11). If the channel GAIN needs to be set at 9-10 for desired volume, raise the MASTER 
VOLUME controls. The L and R MASTER VOLUME controls adjust the left and right speakers.

Adjusting Tone Controls

Adjust the BASS and TREBLE controls (Fig. 10) as necessary to achieve desired sound. However, use moderation in setting channel tone 
controls. Extreme settings of these controls can adversely affect sound quality. Large amounts of boost (+) on these controls can also increase 
the chance of feedback on microphone inputs.

Fig. 11

Reverb

Treble

Bass
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Using the Graphic Equalizer

Unlike the BASS and TREBLE controls on each channel that adjust only the tone of their own input 
signals, the five-band graphic equalizer adjusts the tonal balance of all the signals going through the 
powered mixer. This gives the user greater flexibility in adjusting the sound, but use moderation in 
making adjustments.

The FLS® (Feedback Locating System) LED indicators are invaluable tools in helping to reduce/
eliminate feedback. To use the FLS feature, start by setting all graphic EQ sliders (Fig. 12) to 0. Then, 
before the audience arrives, increase the MASTER VOLUME and/or CHANNEL GAIN until feedback 
occurs. Note which LED illuminates and slightly lower the corresponding slider. This reduces the gain 
at the feedback frequency and can be repeated if necessary to improve gain before feedback. However, 
only lower the sliders in small amounts to avoid adversely affecting sound quality.

Fig. 12

Avoiding Acoustic Feedback

Acoustic feedback is the loud howl or squealing sound heard through sound systems as the result of sound from the speakers re-entering the 
microphones. Although it does an excellent job of getting the audience’s attention, feedback should be avoided. When dealing with acoustic 
feedback, it is always best to start looking at the placement of the mics and speakers in the system before resorting to equalization (EQ) 
adjustments. Make sure that the speakers are positioned to direct the sound toward the audience and away from the microphones. Position 
mics as close to the sound source as reasonable. Moving the mic closer increases the volume of the sound through the system without having 
to turn up the gain.

Microphone Usage Guidelines

When practical, a single microphone is preferred. Additional microphones pick up more sound from the speakers and each mic must then be 
turned down to prevent feedback. However, if you have difficulty balancing the level of different individuals with one mic or if you still cannot 
get sufficient gain, using more mics can offer an advantage. For example, giving several singers their own microphone allows placement of 
the microphones much closer to each singer. This increases the volume of the sound at the mic and far outweighs any detrimental effect from 
using multiple mics. It also allows the volume of each mic to be adjusted separately for proper balance.

Reverb

Adding reverberation to music can enhance the sound of that music. To add reverb to a microphone, simply turn up the REVERB control (Fig. 
10) on the appropriate input channel. Add reverb in moderation because too much reverb makes vocals hard to understand. In most cases, it 
is best not to add reverb to the spoken word.

Stereo/Mono Operation

The Escort® powered mixer has two input channels for stereo line sources (4 & 5). If the speakers are situated so that most of the audience 
can hear both speakers (Fig. 13 A), it can be advantageous to run the system in stereo. If the audience primarily hears just one speaker (Fig. 13 
B), or if you are using one speaker for the audience and the other for the stage performers, then it is best to run the system in mono.

The TRACK SELECT switch on CHANNEL 5 sets the channel for STEREO or MONO operation. On CHANNEL 4, use the LEFT input only for MONO 
operation, or both LEFT and RIGHT inputs for STEREO. Inputs on CHANNEL 1-3 are MONO. The TRACK SELECT switch on CHANNEL 5 is also 
very useful for playing tapes or CDs with “split tracks.” Setting the switch to L or R allows the signal from a source connected to either the 
LEFT or RIGHT input to be directed to both speakers.

Main and Monitor Operation

The Escort can also be used in applications wher stage monitoring is required. By operating the mixer in the mono mode, the right speaker 
can be used for providing sound to the audience (MAIN) and the left can be used for the performers (MON). The MASTER VOLUME controls 
(Fig. 11) allow the volume of these two speakers to be set independently. If additional sound is required, the auxiliary output (AUX OUT) can 
be used to drive an auxiliary monitor amplifier or powered monitor speakers.

Auxiliary Output (AUX OUT) Operation

The AUX OUT is a line-level output from the mixer that can be used for recording, or driving an auxiliary amplifier.
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The FLS® (Feedback Locating System) LED indicators are invaluable tools in helping to reduce/eliminate feedback. To
use the FLS feature, start by setting all graphic EQ sliders (Fig. 9) to 0. Then, before the audience arrives, increase the
MASTER VOLUME and/or CHANNEL GAIN until feedback occurs. Note which LED illuminates and slightly lower
the corresponding slider. This reduces the gain at the feedback frequency, and can be repeated if necessary to improve
gain before feedback. However, only lower the sliders in small amounts to avoid adversely affecting sound quality. 

Fig. 9
Avoiding Acoustic Feedback
Acoustic feedback is the loud howl or squealing sound heard through sound systems as the result of sound from the
speakers re-entering the microphones. Although it does an excellent job of getting the audience’s attention, feedback
should be avoided. When trying to deal with acoustic feedback it is always best to start looking at the placement of the
mics and speakers in the system before resorting to equalization (EQ) adjustment. Make sure that the speakers are
positioned to direct the sound toward the audience and away from the microphones. Position mics as close to the sound
source as reasonable. Moving the mic closer increases the volume of the sound through the system without having to
turn up the gain.  

Microphone Usage Guidelines
When practical, a single microphone is preferred. Additional microphones pick up more sound from the speakers and
each mic has to be turned down a little to prevent feedback. However, if you have difficulty balancing the level of
different individuals with one mic, or if you still cannot get sufficient gain, using more mics can offer an advantage.
Giving several singers their own microphones, for example, allows placement of the microphones much closer to each
singer. This increases the volume of the sound at the mic and far outweighs any detrimental effect from using multiple
mics. It also allows the volume of each mic to be adjusted separately for proper balance. 

Reverb 
Adding reverberation to music can enhance the sound of that music. To add reverb to a microphone, simply turn up the
REVERB control (Fig. 7) on the appropriate input channel. Add reverb in moderation because too much reverb makes
vocals hard to understand. In most cases, it is best not to add reverb to the spoken word.

Stereo / Mono Operation
The Escort™ 2000 powered mixer has two input channels (4 & 5) for stereo line sources. If the speakers are situated so
that most of the audience can hear both speakers (Fig. 10 A), it can be advantageous to run the system in stereo. If the
audience primarily hears just one speaker (Fig. 10 B), or if you are using one speaker for the audience and the other for
the stage performers, then it is best to run the system in mono.

Fig. 10

Stereo
MonoStereo Mono

A B

Warning: Connecting a tape machine to the AUX OUT to record while simultaneously connecting the tape machine’s output into the mixer 
inputs can create an electronic feedback loop. Connect only the tape machine’s inputs or outputs to the mixer, never both.

Packing the Escort®

One of the Escort’s many benefits is that the entire sound system can be packed inside its easily transportable case (Fig. 14). Begin by 
folding the speaker stands, then secure them into their storage compartment using the two straps. Place the microphone(s) in their storage 
compartment, putting the cables in the other compartment or with the speaker stands. Lay the speakers face down on top of the bottom tray 
and secure the four latches. The Escort is now ready to be carried or pulled on its built-in, luggage-style wheels.

Fig. 14
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NOTE: For Safety, be sure to fully open the mixer stand and place it on a level surface.

Fig. 1

Fig. 2 Fig. 3

Optional Accessories (available from Peavey dealers)

Microphone stand(s)

Additional microphones and cables

Microphone wind screens

Additional speaker cables in various lengths

Additional speaker stands in various heights

Audio cables for CD and tape

Optional Mixer Stand Assembly:

Remove the mixer stand from the case. The mixer stand consists of three parts: two pairs of legs and the stand cross-members (Fig. 1). Hold 
the stand cross-member with the leg sockets together as shown (Fig. 2). Fully insert one set of legs into the cross-members (Fig. 3). Still 
holding the cross members together, set the legs on the floor and insert the second pair of legs. If you need to move the stand, carry it folded 
by holding the legs.
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Escort® Specifications:

Output Power: 150 Watts per channel into 8 Ohm load

Frequency Response: 40 Hz to 20 kHz +0/-3 dB measured at 1 Watt

Overload Protection: DDT™ (Distortion Detection Technology) limits the power amplifier input to prevent clipping distortion 
 that can damage speakers.

Distortion: Less than 0.1% THD 

Max Gain: 86 dB mic input to speaker output

Signal/Noise Ratio: 85 dB mic input typical

Reverb: Digital

AC Power: 115 VAC 60 Hz or
 230 VAC 50/60 Hz

Weight Assembled: 50 lbs. (22.67 kg)
(Stands Included)

Dimensions: 14.5” H x 36.75” W x 15.5” D
 (36.8 cm x 93.3 cm x 39.4 cm)

Speakers: Woofer 10” (254 mm)
 Piezoelectric Horn Tweeter

Microphone: Dynamic, Cardioid (Unidirectional)

Escort 3000 Troubleshooting Guide

Problem Check Correction

No sound
(no power light)

Is power switch on?
Is line cord connected to live power outlet?

Turn power switch on
Connect power cord to live outlet

No sound
(power light on)

Are MASTER and CHANNEL GAIN controls up? Adjust both MASTER and CHANNEL 
GAIN controls upward to desired 
level. Check speaker connections. 
Turn mic switch on. Check mic or 
sound source connection.

Only one speaker works

If it goes away when the CHANNEL or MASTER volume 
controls are lowered, it is acoustic feedback

Fully insert connection and/or swap 
speaker cables between left and 
right speakers and outputs to check 
for damaged cables. Set CHANNEL 
5 MODE switch to LEFT OR RIGHT or 
use LEFT INPUT on CHANNEL 4.

Are both MASTER controls turned 
up?

Mono line source into CHANNEL 4 or 5?

Loud howling or squeal from speakers Reduce microphone gain. Reposition 
microphone behind or farther from 
speakers. Observe FLS light above 
EQ and reduce level of that band.

Sound is distorted Is the CHANNEL GAIN at a very high setting? Reduce CHANNEL GAIN and increase 
MASTER VOLUME  



Features and specifications subject to change without notice.
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